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(57) Abstract; The invention relates to a fuel cell module (7) comprising: a multitude of penneable anode plates and cathode plates 
(1, 2), which are stacked one above the other in an alternating manner, electrolyte material (3) between adjacent anode plates and 
— cathode plates (1, 2), and; connections to the anode plates and cathode plates (1, 2) for supplying and carrying away gas (G) and fuel 
(B). The anode plates (1) are electrically connected in parallel, and the cathode plates (2) are electrically connected in parallel. 
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(57) Ziisammenfassiu^; Bei einem Brennstoffzellenmodul (7) mit einer Vielzahl altemieiend ubereinander gestapelter permeabler 
Anoden- und Kathodenplatten (1,2) welche jeweils sich in Langsrichtung zueinander parallel erstreckende Rohren zurDurchleitung 
von Gas (6) oder Brennstoff (B) aufweisen, mit Elektrolytmaterial (3) zwischen benachbarten Anoden- und Kathodenplatten (1, 
2), und mit Anschlussen an den Anoden- und Kathodenplatten (1,2) zur Zu- und Abfuhr von Gas (G) und Brennstoff (B) sind die 
Anodenplatten (1) elektrisch parallel und die Kathodenplatten (2) elektrisch parallel geschaltet. 



